
RAGTOP INSTALLATION 

The sunroof ragtop PROVIDED IN KIT FORM, IS SENT WITH ALL PARTS NEEDED FOR YOUR 

PERFECT INSTALLATION 

Installation Manual rag top 

Before starting the installatioçi make sure that using safety equipment to prevent accidents. 

Gloves and eye protection help prevent accidents. 

TOOLS AND APPLICATIONS NECESSARY FOR A PERFECT INSTALLATION: 

a drill 

A saw 

01 speed steel drill of 08 mm 

01 high speed steel drill of 0 mm 

Tube 01 contact adhesive 

01 wrench or combination J08 mm 

02 locking pliers of any size 

01 Phillips screwdriver average 

01 pen or pencil 

01 cut 

After gathering the necessary tools let the first step: 

REMOVAL FROM THE INSIDE OF THE VEHICLE HEADLINER 

Put your vehicle in a broad, so that he can stay with the doors open, remove the front seats, 

and clean the roof surface to remove dust or debris that may scratch the surface. 

In the case of cars with internal headliner fabric: internal pull rods so that the fabric is fully 

released. 

In the case of cars with rigid internal headliner: disassemble and remove the lining. 

After downloading the lining of the roof of the car, we go to the second step: 



MARKING THE AREA TO BE INSTALLED RAGTOP 

Use your own sunroof frame th cutting jig, simply mount the chassis with screws to the ends 

and sides, upside down (invertd) TIP: spend a bit of masking tape on the corners and sides 

where the screws so They Do not damage the paint car during installation. 

Place the template markup onop of the roof of the car, so that is 8 inches, away from the 

front window rubber, for rags 0x30,35x4O inches. 

And 7 inches distance from tho rubber to the front glass, for rags 35x50,40x50, 4000 inches 

or more. 

Then make sure that this feedbck centered on the ceiling of the car. 

Secure the template so you can start scratching with a pen or pencil, the areas to be cut, 

following the exact specifications of marking. 

After labeling, ensure once again that the marking is correct, so there are no errors in the holes 

and cuts. 

After making sure that the markings are all correct, we go to the third step: 

OPENftG THE ROOF OF THE VEHICLE 

Using the drill and drill 04mm,co the holes indicated by the markings, then increase the holes 

using a drill of 08 mm. Always t6p of the chassis that is serving template. TIP: DO NOT UNDER 

THE HOLES IN FRONT frame, IT IS countersunk ARE THE THREE AND A CENTER OF EACH PART, 

THE ONLY DRILL HOLES OF 8MM GANDES. 

After all the holes done, remov4 the frame, start to cut the ceiling, if using a drill-type fret, 

make a hole with the drill bit 08mm near one of the lines to enter the mountains. (Use if saw 

with blade is recommended for most professionals) 

In the case of most modern car' can be some kind of internal reinforcement, which at some 

point will require a higher press ire of the saw to be cut. 

After starting the cuts ask a friend to help hold the plate to be removed in order to avoid what 

she loved the ceiling to come oft gradually during cutting. 

So with cuts and holes made, we go to the third step: 

COURT OF INTERNAL HEADLINER 



In the case of cars with internal headliner tissue: cut a square in less than 8inches tissue 

cutting the ceiling, so that it can e glued later, reusing the same material. 

With the internal padding properly trimmed, to give access to person standing inside the car, 

we go to the fourth step: 

T FRAME OF RAGTOP. 

Make sure there are no burrs in the  holes or cuts, if any dispose with a file, to avoid 

undulations in the roof of the 
cat 

 after having fixed the ceiling. 

Assemble the latch on the front f the frame, and two supports to secure the front wall 

hanging rod. 

With the help of a friend, secure the internal chassis underneath the roof of the car, fixing it 

temporarily with locking pliers, so that all holes, both frame as the roof of the car, fit perfectly. 

Now begin to fit the aluminum rails, starting with the front. 

After all fixed front, go to the side, which must have their spindle positioned to pass without 

much effort by the chassis holes, because some screws may have been displaced during the 

transport be for totally fix the sides, fitting the rear ledges, so they are perfectly matched. 

Finally, place the rear aluminum part. 

The tightening of the screws shculd be uniform. 

After you have installed the cha$sis internal and external perfectly on the roof, go to the sixth 

step: 	 1 

STRUCTURED PLACEMENT OF COVERAGE. 

First, extend the coverage will ofen up in the car, hold the back cover with its 04 screws so as 

not to squeeze too (preferably with bare hands). 

Thereupon, plastic insert slides, reased adequately with vaseline within the side rails with a 

small brush, bringing back side nd one for the front, until the two are seated in the same way 

with the larger slides in front ceiling. 

Some models follow without cleft docking latch made due to variation of bodies, so just stick in 

rectangular shape enough to fit the locking tab. 

After all s slides are inserted in the tracks, make sure that the trigger is in the open position, 

the roof runs forward. 

SL 

Turn the latch to the lock position, this time at the back of the roof will tend to adjust, running 

slightly forward, from this moment again and tighten the 04 remaining screws on the back of 



the roof, but remember there is no need to tighten too, to prevent deformity at the rear of the 

sunroof. 

HEADLINER INTERNAL 

After opening and closing the sunroof, checking its perfect operation, remove the cover again, 

leaving the aluminum rails appatent, contact a dab of glue on the end of the track area and its 

tapestry, stretching it until the 
fihish 

 is perfect, cut leftover the tissue and apply the finishing 

gallon around the entire ragtop. 

On the front paste the tapestry on rod finish that goes with the kit screwing on the part of 

frontal frame. 

Now replace the outer covering of the same form as before, fitting slides on rails inside and 

close the roof 

For the perfect made closing the sunroof, there is need for some effort in the early closings, 

tending to close lightly and effortlessly with a few days of use.. 

We recommend leave the roof closed for three days, during the night, preventing not be used 

during the day, so that it is increasingly being manipulated easy. 

The ragtop sunroofs are tested before they are shipped, therefore any deformity or difficulty 

in installation please contact us. 

Watch the video demo on our site, for a perfect installation 

after September 11 some items 

by mail 

ad to be modified so that they could enter the United States 

  


